slalom MILLERIGHE

acoustic & partition systems
pesion 8Y ONSITESTUDIO
DATA SHEET
NAME:
MILLERIGHE
DESCRPTION

Thermobonded sound-absorbing monomateric panel

APPLICATION:
'E Wal Velcrwi t h
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STANDARD DIMENSIONS: CUSTOMEED CUT:
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DIMENSIONS:

Standard: L136 x H280 x THK 1,3cm - L53.5 x H110.2 x THKO0.51 in
CUSTOM Laser cuts can be made with customized dimensions

WEIGHT
'B2,5 Kg/m?
‘.51 Ib/ft 2
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COMPOSITION:

‘BSoul: sound absorbing material made of 100% recycled material, polyester fibers
Reaction to fire: B-s2, dO
Smoke class: F1

Certificate: Oekotex

E Finishes:
‘E Tr e v 100% polgeSter
Reaction to fire: Class 1
Certificate: Oekotex

"EECOfelt- 90% wool, 10% polyester
'BPETfelt - 100% PET

‘ETweed - 75% wool, 25% polyamide
Reaction to fire: Class 1

‘BEVelvet - 100% polyester

Anti stainVv anti drop textile

RECYCLABILITY:

Recyclable material panel recyclable at the end of his life, without having to divide soul and
finishing

MAINTENANCE:

Cleanable panel with specific detergents

3/10



slalom

acoustic & partition systems

MILLERIGHE

DesieN BY ONSITESTUDIO

DATA SHEET

CERTIFICATIONS:
'E FI RE REASSTI ON
B-s2, dO

'E CE MARK:
B-s1, dO

‘E GREEN LABELS:

GREENGUARD
GREENGUARDGOLD

‘ESOUND ABSORTION REPORT

UNI EN ISO 354: 2003
UNI EN ISO11654: 1998

MILLERIGHE:

Elemento in prova MILLERIGHE
Tested element
Vedere § "Descrizione del campione in prova" del presente Report
Descrizione del campione Montaggio tipo A secondo EN 354
Sample description See § "Tested sample description™ of this Report
Type A mounting according to EN 354
Superficie del campione
11,1 m?
Sample surface
FREQ m 12 as @
Hal | (sec) | [sec] P
100 | 1007 | 7.56 | 009
w
125 6,70 600 | 005 [ 005 9:2 1,00
g
160 | 770 | 7.50 | 00l g
200 | 733 | 735 | 000 § \/
1~
250 7.58 6,14 008 | 005
§ 0,80
315 | 734 | 667 | 004 g
400 | 768 | 570 | 012 8 1
500 | 796 | 491 | 021 | 020 E /
o
530 | 696 | 405 | 028 @ 060
800 | &11 | 3.27 | 039 s /
1000 | 594 | 282 | 051 | 050 g2
3
1250 | 578 | 249 | 042 .
2 040
1600 | 510 | 218 | 072 &
2000 | 472 | 205 | 075 | 075 E
2500 | 426 | 189 | 081 2 /
3150 | 339 | 156 | 095 5 020
4000 | 294 | 1,50 | 090 | 095 2 /
5
5000 | 244 | 132 | 095 5
£ N \/
H ™~
o 0,00
Olw =0,25 100 160 250 400 630 1000 1600 2500 4000
Freq.(Hz)
NRC = 0,40
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MILLERIGHE+ 20 mm polyester mattress :

Elemento in prova
Tested element

MILLERIGHE +20

Descrizione del campione
Sample description

Pannello accoppiate a materassino in Poliestere sp. 20mm, vedere § “"Descrizione
del campione in prova" del presente Report

Montaggio tipo A secondo EN 354

Panel coupled with 20mm thick polyester mattress, see § “Tested sample
description™ of this Report

Type A mounting according to EN 354

Superficie del campione
Sample surface

11,1 m?

REG | T1 12
Ha | [sec] | sec) | & | *F
100 [ 1007 [ 761 | 009
125 | 670 | 935 | -012 [ 010 g 1,00
160 | 770 | 448 | 025 s
200 | 7.33 | 430 | 026 g
250 | 7.58 | 359 | 040 | 0.40 g 080
3ls | 734 | 313 | 050 ]
400 | 7.8 | 285 | 04 s
500 796 2,45 0.77 0.75 §
630 | 896 | 222 | 084 @ 060
800 | &.11 193 | 097 s
)
1000 | 594 | 193 | 096 | 100 El
1250 | 578 | 175 | 109 s
£ o040
1600 | 500 | 168 | 1.09 g
2000 | 472 [ 162 | 1| 100 3
2500 | 426 | 161 | 106 2 —
&
3150 | 339 | 148 | 104 s 020
4000 | 294 | 149 | 091 | 1.00 H
5000 2,44 1.29 0.99 é
o\
S 000
Olw =0,70 100 160 250 400 630 1000 1600 2500 4000
Freq.(Hz)
NRC = 0,80

MILLERIGHE + 40mm polyester mattress:

Elemento in prova MILLERIGHE + 40
Tested element
Pannelle accoppiato a materassino in Poliestere sp. 40mm, vedere § “"Descrizione
del campione in prova” del presente Report
Descrizione del campione Montaggio tipo A secondo EN 354
Sample description Panel coupled with 40mm thick polyester mattress, see § “Tested sample
description” of this Report
Type A mounting according to EN 354
Superficie del campione
11,1 m?
Sample surface
FREQ | TI T2
[Hzl | [sec] | [sec] o T /
100 | 1007 | 549 | 023 / \/""\
125 | 670 | 405 | 027 | 030 ; 1,00
160 | 770 | 328 | 0,48 % / \/
200 7.33 2,67 | 0.65 <
250 7.58 2.43 0.76 | 075 /
g. 0,80 ,
315 | 734 | 239 | 077 ] =1
400 | 7.68 | 221 | 088 s /
500 7.96 2.06 0.98 1.00 % ]
4630 6,96 1.87 1.07 @ 0,60
BOO | 411 | 172 | 1,14 2. /
1000 | 594 | 1,70 | 1,15 | 100 :5:3
1250 | 578 | 176 | 1,08 : /
2 0,40
1600 | 510 | 173 | 1.04 H
£
2000 | 472 | 1.65 | 1.08 | 100 E
H
2500 | 426 | 1.60 | 1.06 H L1
3150 | 339 | 152 | 099 5 020
4000 | 294 | 152 | 087 | 095 2
5000 | 244 | 131 | 096 3
L]
S o000
Olw=1,00 100 160 250 400 630 1000 1600 2500 4000
Freq.(Hz)
NRC = 1,00
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